


»— SCANIA MARINE ENGINES

DI09 070M. 221 kW (300 hp)

IMO Tier Il, EU Stage IlIA

Engine description Output
KW 310 pp
Noloflcylinders 5lin-line 220 300
Workinglprinciple 4-stroke 290
210
Firinglorder 10-120-140-150-13 280
Displacement 9.3llitres 200 270
Borelx(stroke 1301x7140Imm 190 260
Compressionlratio 18:1 250
180
Weight! (exclloillandlcoolant) 240
withlheatlexchanger 1150Ckg 170 230
with’keellcooling 1044kg
220
Pistonispeedlat’15000rpm | 7.0Im/s 160
210
Pistonlspeedlat’1800rpm | 8.4Im/s
150 200
Camshaft Highlpositionlalloysteel
140 190
Pistons Aluminumipistons 180
Connectionrods I-section’pressiforgingslofalloylsteel 130 0
Crankshaft Alloy steellwithlhardened: 120 160
andlpolishedlbearingisurfaces
- — 150
Oilicapacity 32-381dm?(standardoil’sump) 110
140
Electricallsystem 2-polel24V 100
130
90 120
Torque
Nm 1680 170 kpm
1580 160
1480 150
1380 140
1280 130
1180 120
1080 110
Spec fuel consumption
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[} Test conditionsAirltemperature’+25°C. Barometric’pressure’100.kPa’(750:mmHg)..Humidity’30 %. Dieselfuell
<>( acc.[tolECEIR24/Annex6..Density of fuel:0.840.kg/dm?. Viscosity of fuel:3.0.cSt.at:40°C..Energyvaluel42700kJ/kg.]
() Power test codelISO'3046. Powerland fuellvaluesi+/-3%.
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